
Components:

Shell (1) Core, Damper, Wahser (1 ea) 5/8" [16mm] 
Fixings(3)

Roller FlexPost Installation Instructions

Epoxy/Resin (1)

27mm

» FlexCore Bollard Concrete anchor installation

Axelent 
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Components 

Tools required

FlexCore
HEAVY DUTY

FlexCore
MEDIUM

FlexCore
LIGHT

Shell Core  
assembly

16/18mm x 200mm  
Concrete Screws (3)

(Optional)
Locking pin

24mm013
24mm018

16mm023

14mm013
14mm018

*Some components included within “M” bundles. 

CSFCB-4-SHELL-307
CSFCB-6-SHELL-307
CSFCB-8-SHELL-307

CSFCB-4-INNER-V2
CSFCB-6-INNER-V2
CSFCB-8-INNER-V2

023

M011-137-023
(233x1372mm)

M011-137-018
(182x1372mm)

M011-137-018
(131x1372mm)
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FlexCore
HEAVY DUTY

FlexCore
MEDIUM

FlexCore
LIGHT

Top view Top view

Note pin 
orientation
(optional) 

Direction of impacts Pencil marks 

89mm

121mm

Hole depth

126mm 126mm

Hole depth Hole depth

14mm
Drill bit

16mm
Drill bit

14mm
Drill bit

1

2
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Optional pin
Pin

838mm
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